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BOXER EVO

The Boxer Evo builds on the Boxer’s compact 
commercial DNA, adding modern workflow 
enhancements. With thermosiphon heat-exchange 
architecture, automatic portion control and 
a 13.2 L copper boiler, it ensures stable 
temperature and reliable steam. 

A built-in shot timer and stainless-steel 
controls streamline service in busy cafés. 

Its low profile and clean design combine Rocket’s 
craftsmanship with practical efficiency, making
it perfect for demanding, high-flow environments 
where counter space is at a premium.

Compact, Crafted, and Commercially Ready.
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SPECIFICATIONS

2 GROUPS 3 GROUPS

TECHNOLOGY Thermosiphon

PORTION CONTROL Automatic

BOILER 13.2 L 23 L

POWER 4.3 Kw 5 Kw

DIMENSIONS 630W × 490D × 471H mm 850W × 490D × 471H mm

BODY WORK* Stainless steel AISI 304  
* Side panels, upon request, available also in matt black or matt white

BOILER MATERIAL Copper

THERMAL CONTROL Sirai Pressure Stat

CUP HEIGHT 86 mm (tall version: 120 mm)

SHOT TIMER Standard

• Shot Timer

• Push Buttons

• Volumetric Dosing

• JetSteam technology (optional)

FEATURES



BOXER
Versatile, Compact, Ready for the Rush.

The Boxer brings full-size espresso machine 
capability into a compact footprint. Its oversized 
copper boiler and thermosiphon system 
deliver stable extraction and steam even under 
heavy load. Automatic volumetric dosing 
with push-button controls and cool-touch 
stainless-steel steam wands make it an efficient, 
high-throughput workhorse. 

With a robust stainless-steel body and  
refined Rocket styling, the Boxer fits seamlessly 
into small cafés or food-trucks without 
compromising performance. 

Ideal for: venues where space is limited but 
consistency and steam power are non-negotiable.
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SPECIFICATIONS

1 GROUPS 2 GROUPS 3 GROUPS

TECHNOLOGY Thermosiphon

PORTION 
CONTROL

Automatic

BOILER 8.3 L 13.2 L 23 L

POWER 2.3 Kw 4.3 Kw 5 Kw

DIMENSIONS
480W × 490D × 471H 

mm
630W × 490D × 471H 

mm
850W × 490D × 471H 

mm

BODY WORK* Stainless steel AISI 304  
* Side panels, upon request, available also in matt black or matt white

BOILER MATERIAL Copper

THERMAL 
CONTROL

Sirai Pressure Stat

STEAM WANDS Stainless steel + cool touch

CUP HEIGHT 86 mm (tall version: 120 mm)

SHOT TIMER Optional

• Push Buttons

• Volumetric Dosing

FEATURES
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